
ALL OTHER STORM OR SANITARY SEWER DETAILS WILL
  BE BY M.S.D. 2007 STANDARDS AND SPECIFICATIONS.

SPRING LINE

6" Min.

CAREFULLY PLACED COMPACTED SELECTED EARTH BEDDING
WILL BE USED EXCEPT IF UNDER PAVEMENT,
OR THROUGH ROCK CUT AREAS. IF UNDER PAVEMENT,
OR THROUGH ROCK CUT AREAS COMPACTED CRUSHED
LIMESTONE AND SCREENINGS IS REQUIRED TO THE BASE OF
PAVEMENT OR TO WITHIN 12" OF FINISHED SURFACE. WATER
JETTING IS ALLOWED UNDER NON PAVED AREAS.
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* THE DISCHARGE POINT OF ALL FLARED END
SECTIONS HALL BE PROTECTED BY RIP RAP OR
OTHER APPROVED MEANS.

** RIP RAP SHOWN AT FLARED END SECTIONS WILL
BE EVALUATED IN THE FIELD BY THE ENGINEER,
CONTRACTOR, AND CITY INSPECTORS AFTER
INSTALLATION FOR EFFECTIVENESS AND FIELD
MODIFIED, IF NECESSARY TO REDUCE EROSION ON
AND OFF SITE.
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36" MIN. DISCHARGE END
OR TO ROCK

SECTION  A-A

10'- 0" MIN. AT OUTLET END

TOP OF ROCK 24" MIN. DEPTH

CLASS A CONCRETE

ROCK BLANKET 12" MIN. DEPTH
UNDERLAIN WITH WOVEN GEOTEXTILE
FABRIC

12"

3
1

3
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2/3 D.
MIN. D

1 1/2
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END VIEW

NOTE.

1. DISCHARGE END OF PIPE. GRADE OF ROCK
BLANKET TO BE ADJUSTED ACCORDINGLY.

2. WOVEN GEOTEXTILE FABRIC REQUIRED
UNDER ROCK BLANKET.

NO DUMPING
DRAINS TO
WATERWAY

CRYSTAL CAP
OR

STANDARD STYLE
EPOXY

MESSAGE (PART #)ADHESIVESIZE STYLE

* THE CITY OF O'FALLON MUST BE PROVIDED WITH A SYMBOL/MEDALLION
  FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION.
  CONTACT THE CITY IF ANY INFORMATION IS NEEDED.
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TO
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4 INCH CIRCLE MARKER "NO DUMPING
DRAINS TO WATERWAY" MARKER SHALL
BE READABLE FROM THE STREET

4 INCH CIRCLE MARKER "NO DUMPING
DRAINS TO WATERWAY"
MARKER SHALL BE READABLE FROM
THE SIDE IT'S PLACED ON.

FACE OF INLET

PLAN VIEW OF CURB INLET

PLAN VIEW OF
AREA INLET
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CITY OF OFALLON - STORM AND SANITARY DETAILS16
SCALE: N.T.S.

CITY OF OFALLON - PAVEMENT DETAILS18
SCALE: N.T.S.

4"

CONCRETE POOL DECK3
SCALE: N.T.S.

PORTLAND CEMENT
CONCRETE

4"

MoDOT TYPE 1 OR
TYPE 5 AGGREGATE

PREPARED SUBGRADE

PROJECT SPECIFIC

6"

CONCRETE PAVILION SLAB4
SCALE: N.T.S.

PORTLAND CEMENT
CONCRETE

4"MoDOT TYPE 1 OR
TYPE 5 AGGREGATE

PREPARED SUBGRADE

PROJECT SPECIFIC
ASPHALT BUTT JOINT5
SCALE: N.T.S.

TACK COAT

PROJECT SPECIFIC

SAWCUT EXISTING
ASPHALT PAVEMENT TO
PROVIDE CLEAN VERTICAL
EDGE FOR BUTT JOINT OF
NEW PAVEMENT TO MEET
EXISTING

EXISTING PAVEMENT
SECTION AND BASE

PROPOSED
PAVEMENT SECTION
AND BASE

12"
(MIN.)

MILL AND OVERLAY A
MINIMUM OF 12" OF TOP
LIFT

12.  Expansion joint A-2 from St. Louis
    County pavement construction
    details, shall be allowed in addition
    to Type A and AA expansion joints.

24
"

DOWNSPOUT COLLECTOR10
SCALE: N.T.S.

BUILDING WALL

DOWNSPOUT

6"Ø PVC DOWNSPOUT BOOT

10"Ø PVC DOWNSPOUT LATERAL & COLLECTION
SYSTEM, SLOPE AT 0.5% MINIMUM TO STORM
DRAIN AS SHOWN ON PLANS

CONC. TOPPING SLAB

WATERPROOFING MEMBRANE, SEE STRUC.

STRUCTURAL ROOF DECK, SEE STRUC.

MECHANICAL ROOM
WALL, SEE STRUC.

4"
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.

TOPPING SLAB15
SCALE: N.T.S.

ASPHALT MILL AND OVERLAY20
SCALE: N.T.S.

TACK COAT

PROJECT SPECIFIC

EXISTING PAVEMENT
SECTION AND BASE

2" MILL AND OVERLAY
OF TOP LIFT

PROJECT SPECIFIC

PROJECT SPECIFIC

2"
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