2—-3/8" DIA. GALVANIZED

SIGN DESIGNATIONS ARE FROM THE

SIGN TO BE CENTERED ON THE SPACE

ACCESSIBLE VAN PARKING SIGN

NOT TO SCALE

8" DIA. CONCRETE FOOTING

127 X 18" SIGN

ffR ESERVED\‘ CURRENT MANUAL ON UNIFORM TRAFFIC (( \)
WHITE SYMBOL. P ARKING CONTROL DEVICES. RESERVED
Y . PARKING
WHITE BACKGROUND—~__ © STANDARD SIGN FACE, STANDARD HIGHWAY
I DEPARTMENT, OR CITY STREET DEPARTMENT . -
GAUGE, LETTERS AND BORDERS ARE GREEN, ®
1 THE HANDICAP LOGO SQUARE IS BLUE AND -
BLUE SQUARE \—>) THE BACKGROUND IS WHITE, GALVANIZED (—.
— PIPE POST 9’6" LONG, SET 2'—0" INTO | :
actesamie || %o GRADE, SET BOTTOM OF "FINE” SIGN 5'—0”
LY ABOVE FINISHED GRADE. P
850 1O $300]] 3, REFER TO NOTE RN#19 ON SHT. 2 FOR T 17
FINE POST, BACK, AND BRACKET COLOR.
JJ_ CONTRACTOR TO VERIFY ALL SIGNAGE . LIFT VAN
WITH CITY PRIOR TO ORDERING ALL © ACCESSIBLE
PIPE W/METAL CAP 3 SIGNAGE. ONLY
-,I', TOP OF PAVEMENT 12" X 6" SIGN
SLOPE TO DRAI / ?SA?N\IIi:YS;RADE
] 12” |
SR Y2 !
“O f— ‘._‘ -} § —
NEIEse = .| {[$50 TO $300
~ |,*T,ﬂ © FINE
E T b
© 11 o 127 X 8" SIGN

SIGN DESIGNATIONS ARE FROM THE
CURRENT MANUAL ON UNIFORM TRAFFIC
CONTROL DEMICES.

STANDARD SIGN FACE, STANDARD HIGHWAY
DEPARTMENT, OR CITY STREET DEPARTMENT
GAUGE, LETTERS AND BORDERS ARE GREEN,
THE HANDICAP LOGO SQUARE IS BLUE AND
THE BACKGROUND IS WHITE.

REFER TO NOTE RN#19 ON SHT. 2 FOR
POST, BACK, AND BRACKET COLOR.

CONTRACTOR TO VERIFY ALL SIGNAGE
WITH CITY PRIOR TO ORDERING ALL
SIGNAGE.

SIGN TO BE CENTERED ON THE SPACE
ACCESSIBLE VAN PARKING SIGN

NOT TO SCALE
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OPENING -

{FENCE LINE)
lex Q/x-xxxxx
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COME TOP p————— END BAYS
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ALUM UPRIGHT \—c X 2*
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CHAM LINK FABRIC

CUIDE ROLIER ASS'Y

r_____
1

NOM HEIGHT (H)
§'-0" QR 8+1=7"

70" CR 7+1=8

8-0" OR 8+1=9

FOOTINGS: DIAMETER {4X) POSYT MMAMETER, MIN. 3'-D" (914MM)

GATE ELEVATION — 7 BAYS SHOWN

NOTE:

1. MINIMUM BACKFRAME 40% OF OPENING.

Chain Link Fence Manufoctures Institute
10015 Oid Celumbia Ré. Suite B 215
‘49“‘ Columbia, MD. 21048

2. VERTICAL AND HORIZONTAL MEMBERS MAXIMUM 8 O.C.

SINGLE CANTILEVERED SLIDING GATE

ROUND POSTS, W/BARBED WIRE AR
(10" THRU 30" OPENINGS)

BATE:  pa-10-0p

CLFMi

ASTH F 11B4 TYPE Il CLASS 2

INTERNAL ROLLERS

PAYLINE WIDTH "w"

SEE TABLE NO. 1

I&LINE OF ACTUAL EXCAVATION

CAREFULLY PLACED SELECTED

MIN

{ EARTH BEDDING. COMPACTED
CRUSHED LIMESTONE AND
SCREENINGS REQUIRED IF

~

QUTSIDE OF PIPE BELL °~

QUTSIDE OF PIPE BARREL

LINE OF ACTUAL
EXCAVATION

(MODIFIED FOR REINFORCED

ENGINEERS SEAL DOES

UNDER PAVEMENT.
//(

PAYLINE FOR "C" EXCAVATION

8" MIN. FOR
60" DIA. &

4
MIN.

Q'FALLON DETAIL
PIPE BEDDING CLASS "C”

CONCRETE_PIPE)

LARGER OR
~._EQUIVALENT.

QUTSIDE OF PIPE BELL

((——-—“\
RESERVED
WHITE SYMBOL~_ || PARKING
WHITE BACKGROUND: 2‘9
\\
BLUE SQUARE—"TI < >
\;—))
$50 10 $300)| 3y
FINE
2-3/8" DlA. GALVANIZED JJ-
PIPE W/METAL CAP 2
¢
0

SLOPE TO DRAI

SIGN DESIGNATIONS ARE FROM THE
CURRENT MANUAL ON UNIFORM TRAFFIC
CONTROL DEWICES.

STANDARD SIGN FACE, STANDARD HIGHWAY
DEPARTMENT, OR CITY STREET DEPARTMENT
GAUGE, LETTERS AND BORDERS ARE GREEN,
THE HANDICAP LOGO SQUARE IS BLUE AND
THE BACKGROUND IS WHITE, GALVAMNIZED
PIPE POST 9'-6" LONG, SET 2'-0" INTO
GRADE, SET BOTTOM OF "FINE” SIGN 5'—8"
ABOVE FINISHED GRADE.

REFER TO NOTE RN#18 ON SHT. 2 FOR
POST, BACK, AND BRACKET COLOR.

CONTRACTOR TO VERIFY ALL SIGNAGE

WITH CITY PRIOR TO ORDERING ALL
SIGNAGE.

TOP OF PAVEMENT
OR FINISH GRADE
(MAY VARY)

" DIA. CONCRETE FOOTING

SIGN TO BE CENTERED ON THE SPACE
ACCESSIBLE CAR PARKING SIGN

NOT TG SCALE
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T 8" NON-REINFORCED = &
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BN T 455N Y,
4" AGGREGATE BASE)G ®
{4 A4
@QV-‘-’\ i T

B
6" _CONCRETE PAVEMENT DETAIL

(LIGHT DUTY)

NOT TO SCALE

* ALl GRAMULAR ROLLED STONE BASE UNDER PROPOSED CONCRETE
MUST BE COMPACTED TO 100% OF THE MAXIMUM DENSITY AS
DETERMINED BY THE STANDARD PROCTOR TEXT AASHTO T—$9.
CONCRETE COMPRESSIVE STRENGTH SHALL BE 4000 PSI IN 28 DAYS

EXPANSION JOINT — WiDTH VARIES (20°—0" MAX. o.c.) ]

CONSTRUCTION JOINT — WIDTH BETWEEN JOINTS
EQUALS SIDEWALK WIDTH

i v Sy i S

:Eéi\iifi‘.%f N N Y

2" ROLLED STONE BASE
PREPARED SUBGRADE

SEE PLANS FOR WIDTH

NN R A i PZANCANZAN

A A \ PREPARED SUBGRADE

4 P.C. CONCRETE 2" ROLLED STONE BASE
* ALL GRANULAR ROLLED STONE BASE UNDER PROPOSED CONCRETE MUST BE COMPACTED TO

100% OF THE MAXIMUM DENSITY AS DETERMINED BY THE STANDARD PROCTOR TEST AASHTO T—99.
CONCRETE COMPRESSIVE STRENGTH SHALL BE 4000 PSt IN 28 DAYS. .

c R SIDEW |

NOT TO SCALE

CONCRETE FILL (ROUND
/OFF TOP)

> b B d A
2 .

=T an, S . v ;
. ve . o a >
" 7" NON—REINFORCED L :
. - P.C. CONCRE;E PAVEMENT, . LI
> b . :

e >

a B e
5 . o v &
N5 Wigrs Wig iz o e
e AGGREGATE BASE Q) -~
PG LN LSS

7" _CONCRETE PAVEMENT DETAIL
(HEAVY DUTY)

NOT TO SCALE

PAINTED OR STRIPED CONC. SIDEWALK

CONCRETE RAMP

PAINTED STRIPES
* ALL GRANULAR ROLLED STOME BASE UNDER PROPOSED CONCRETE

MUST BE COMPACTED TO 100% OF THE MAXIMUM DENSITY AS
DETERMINED BY THE STANDARD PROCTOR TEXT AASHTO T-99.
CONCRETE COMPRESSIVE STRENGTH SHALL BE 4000 PSI IN 28 DAYS

ACCESSIBLE _RAMP DETAIL

NOT TO SCALE

15 5
3/4" R— 1/4° R
4" P.C. CONCRETE & , =°I
A SIDEWALK
B AR i (P
BEREF IR ERE RPN CURB TRANSITION
<Lt = =z '.‘"' " '--'v<_,,_ QE_..!:A_”.—.

TYPE "A” INTEGRAL CURB

N.T.5.

* ALL GRANULAR ROLLED STONE BASE UNDER PROPOSED GONCRETE MUST
BE COMPACTED TO 100% OF THE MAXIMUM DENSITY AS DETERMINED BY
THE STANDARD PROCTOR TEXT AASHTO T-99. CONCRETE GOMPRESSIVE
STRENGTH SHALL BE 4000 PS5t IN 28 DAYS
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DISCLAIMER OF RESPONSIBILITY

I hereby specify that the documents intended to be
authenticated by my seal ore limited to this sheet,

and | hereby disclaim any responsibility for all other
Drawings, Specifications, Estimates, Reports or other
documents or instruments relating to or intended to
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Civil Engineer
Engineer License No. 2007020343
Copyright 2016
Bax Engineering Company, Inc.
Engineering Authority No, 000655
Surveying Authority No. 000144
All Rights Reserved

PAYLINE WIDTH "w”

SEE TABLE NO. 1

4

QUTSIDE OF PIPE BARREL

COMPACTED CRUSHED

LINE

Py
L
4
/1;:
uNne // L0000

y 4 ////////:!
LA L
KIS A

LIMESTONE & SCREENINGS> /,;5;;;;;2;5,5,

LINE OF ACTUAL
EXCAVATION
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AL P P 7 0 1 T ey /:""MV///’/////////////
AL A P 0 8 0 1l 8 12 8 17 0 pont g
AL 1 20 P10 1 07 bl b i 0 g gl gt i,

(i il s I e R e
A pll o il A AL 2 2 A 7 i,

PIPE_BEDDING CLASS "C”
{FOR AL PIPE EXCEPT

\‘/’ S 7 7

REINFORCED CONCRETE PIPE)

-5
TSR SRS
PAINT YELLOW ' SHADOWBOX TYPE
400 WATT HPS LIGHT
FIXTURE W/ ONEPIECE
(=) HOUSING — BRONZE FINISH
N CONCRETE WASH LIGHT TO BE SHIELDED
DOWNWARD TO KEEP FROM
OVERFLOW ONTO ADJACENT
. FINISH GRADE PROPERTIES AND R.O.W,
y ,
B . 20 TALL — 5" SQUARE
o] 9" CONC. SUPPORT " SYEEL TUBE BRONZE FINISH
i o NEW FOOTING SHALL BE 3000 P.S.I. - alla
CONCRETE TO BE PLACED THE SAME
o DAY HOLE IS DUG. NO WATER SMALL
=l > BE ALLOWED TO ENTER HOLE BEFORE "
gl=1= . CONCRETE IS PLACED. ”
. pr=lin=T _éﬁz ] =
. =] CHIE o
€ : ii!ﬁ%—-unmswmw DRY EARTH (TYP.)
mE—l;#Sx% SLLEBARS lHLE M #3 TIES @ 12" 0.C. VERT.
: z | 4 - 44 BARS VERT.
2'-0” =
o
PIPE BOLLARD DETAIL
NOT TO SCALE 1
187
LIGHT POLE & BASE
NOT TO SCALE
Q. &,
(o) g 55 2 o {
—_— co‘(}o 5 20
o
A ¢ A
= NOT LESS
’ \E = 71 [ THAN THE
g | | BOTTOM WIDTH
— 'N-—/ OF CEI'iANNEL
|§ LINE OF ACTUAL EXCAVATION ZROCK LINE
PLAN VIEW
CAREFULLY PLACED AND pd
COMPACTED SELECTED EARTH =
BEDDING IN &" LAYERS oy
(90% MODIFIED PROCTOR) A
OR COMPACTED CRUSHED LIME— g TOP_OF BANK -
STONE AND SCREENINGS NANAN] WANANXANAXG Y 0 mIN. . £ IRON FERRULE WITH METAL
/ (] COUNTER SUNK SCREW
4 T | - FINISH GRADE / PLUG i
— II;/ = ™~
- = ! s . =¢,
. L 5 :
g | N : \
Sl= A FORMED SQUARE
L5 R.C. FLARED / % ] CONCRETE COLLAR
o END SECTION i
% / CLASS "A”
J\ s 2" DEEP UPSTREAM CONCRETE 5 e BRANGH 45" ELBOW
~_PAYLINE FOR "C" EXCAVATION 3’ DEEP DOWNSTREAM SECTION A—A — ROCK BLANKET USE 5is R ANCH,
N N = 12" MIN. DEPTH ON END OF RUN
= UNDERLAIN WITH
3 . GEOTEXTILE FABRIC GROUTED PLUG
8 OR BUILDING
SERVICE LINE
NOTE: TO BE USED AT INTAKE AND / /
DISCHARGE END OF PIPE, GRADE OF § | _ - |
ROCK BLANKET TQO BE ADJUSTED i
_I ACCORDINGLY.
=
= SEWER_CIEANOUT
(= [ = NOT TQ SCALE
g END VIEW

FLARED END SECTION

NOT APPLY TO CITY OF O'FALLON DETAILS ON THIS SHEET.
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